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STIRLING MATERIALS TECHNOLOGY
Robert H. Titran, 3.R. Stephens and C.M. Scheuermann
National Aeronautics and Space Administration
Lew_s Research Center
Cleveland, Ohlo 44135
I
!
,i SUMMARY
|
The Stlrllng engine Is under investigationJointly by the Department of
I Energy and NASA Lewis as an alternative to the internal combustion engine for
I automotive applications. The most critical component from a materials view-
point Is the heater head consisting of the cylinders• heating tubes, and
regenerator housing. Materials requirements for the heater head _nclude com-
t _ patlblllty wlth hydrogen resistance to hydrogen permeation, hlgh temperature
J _ oxldatlon/corroslonresistance and high temperature creep-ruptureand fatigue
'| _ properties. A continuing supporting materials research and technology program
has identified the wrought alloys CG-27 and 12RN72 and the cast alloys XF-818,
NASAUT 4G-AI, and NASACC-I as candidate replacements for the cobalt c_ntalnlng
alloys used in current prototype engines. Based on this materials research
program it is concluded that manufacture of the engine Is feasible from low
• cost Iron-base alloys rather than the cobalt alloys used in prototype englhes.
INTRODUCTION
The Stlrllng engine is under investigationJointly by the Department of
I Energy (DOE) and the National Aeronautics and Space Administration (NASA) as an
alternative to the internal combustion engine for automotive applications, lhe
work described In this paper was conducted as a part of the supporting research
and technology activities under the DOE/NASA Stlrllng Engine Highway VehicleR
Systems program as outlined by Brogan (ref. l). Thls paper reflects current
i and additional research and technology results from that presented at the ASM
Conference on Materials for Future Ene,-gySystems, May, 19B4, Washington, D.C.
(ref. 2).
. The _tlrllng engine is an external combustlnn engine that offers the ad-
vantages ot hlgh fuel economy• low emissions, low noise, and low vibrations
compared to current internal combustion automotive engines. A schematic repre-
sentation of a prototype automotive Stlrllng engine is shown In figure I. The
most critical component from a materials viewpoint is the heater head consist-
ing of the cyllrders, heater tubes, and regenerator housing. The gaseous
hydrogen working fluid is passed through a series of small thlnwall tubes
(4.5 mm od by 3 mm Id) which are required for efficient heat transfer from the
combustion gases to the working fluid. The hot hydrogen expands In the cylin-
der to drive a piston which actuates the drive system. At the opposite end of
the tubes Is a regenerator,which absorbs heat from the hydrogen working fluld,
followed by a cooler which permits contraction of the hydrogen. Thls process
of heating and cooling the working fluid and extracting work forms the Stlrllng
cycle. A goal of the Automotive Stlrllng Engine Program Is to achieve a
30 percent increase in fuel economy over internal combustlo, engines of similar
slze and vintage. To meet this goal, a working fluid of hydrogen at a maximum
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pressure of 15 MPa and a temperature of 820 °C is required. Materials require-
ments for the heater head include compatibility with hydrogen, resistance to
hydrogen permeation, high temperature oxIdation/corrosionresistance resulting
from combustion products of the fuel (diesel fuel, gasoline, coal derivatives,
alcohol, etc.), hlgh temperature creep-rupture and fatigue properties that will
permit operation for at least 3500 hr under conditions of cyclic hydrogen pres-
sure (vehIc_e speed 1s controlled by working fluid pressure), and cyclic tem-
perature changes resulting from intermittent engine starting and stopping.
Current prototype engines use a cast cobalt base alloy HS-31 for the cylinders
and regenerator housings and N-155, a wrought Iron-base alloy wIth 20 percent
cobalt, for the heater tubes. Because of limited availability of cobalt and
Its high cost, cobalt free Iron-base alloys are required for the heater head.
This paper presents experimental results of research efforts aimed at
meeting the materials requirements of the automotive Stirling engine. Special
emphasis is placed on the heater head cylinder and regenerator housing material
HS-31, the heater tube material, N-155, and potential low-cost substitutes.
PROCEDURE
• A continuing supporting materials research and technology program at NASA
Lewis, Mechanical Technology, Inc., United Technologies Research Center, at AI
Research Casting Company, and United Stifling AB has identified the wrought
alloys CG-27 and 12RN72 and the cast alloys XF-818, NASAUT4G-A1, and NASACC-1
: as candidate replacements for the cobalt containing alloys N-155 and HS-31,
respectively. Nominal composition of these candidate StirIIng engine heater-
head materials Is given in table I. The selection of these alloys was aided
by concurrent Investigationsof the creep-rupture behavior, cyclic fatigue
failure, cyclic oxldation/corrosionresistance and hydrogen permeability. All
of these properties are necessary since loss of hydrogen results in loss of
the engine power system.
Table II lists the manufacturer's recommended h_at treatment and when
possible the ASM recommended heat treatment. Figures 2 and 3 depicts the
resultanz m%crostructure of these materials In their heat treated condition.
RESULTS AND DISCUSSION
' Creep-rupture tests In air and high pressure (15 MPa) hydrogen on the 'L
I unaged N-155, CG-27, and the 12RN72 alloys show (figs. 4(a) and (b)) that at
, 760 and 815 °C, CG-27 alloy has superior stress-rupture properties than either
! the N-155 or 12RN72 alloys (refs. 3 to 6). Base line data derived from the
creep-rupture tests on the unaged alloys tested In air and 15 MPa hydrogen was
determined to be reliable by subjecting it to a simple power relationship cor-
relational analyses of the form:
In tr = In k + n In a (I)
where tr 15 rupture life in hours, In k is a constant, n is the exponential
stress constant, and o 15 the applied stress. At 760 °C, the stresses for a
3500 hr rupture llfe In hydrogen are 170, I00, and 60 MPa, for CG-27, N-155,
and 12RN?2, respectively. At 815 °C, the corresponding stresses for a 3500 hr
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rupture 1_fe in hydrogen are 105, 70, and 40 MPa, respectively. Long term
aging, _ 0 hr at 760 °C, In either low pressure (30 to 60 kPa) flcwlng argon
or hydrogen dld not drastically reduce the creep-rupture strength of these
alloys. Figure 5 shows the effect of long tlme aging on 760 °C stress versus
rupture-llfe for N-155, CG-27, and 12RN72. Generally a I0 to 15 percent loss
In rupture-stress was noted after aging In elther the H2 or Ar, and Is not
consldered to be a large enough loss to affect the 3500 hr design criteria.
It Is concluded that the aging cycle itself has a deleterious effect on rupture
strength since similar losses were noted wlth each onvlronment.
The design criteria requires the allowable stress level for 3500 hr rup-
ture llfe at specific temperatures. There are many different methods (ref. 7)
of analysis of creep-rupture parameters which consider both stress and temper-
ature. A temperature-compensated analysis based on the Orowan-Sherby-gorn
method was selected for thls study to determlne the desired stress values. The
relationship has the form:
i In t r : In k + n In a + Q/RT (2))
l where Q Is the apparent activation energy for creep, R the universal gas
; constant (8._4 J/K mol) and T Is test temperature, K.e
Using multiple linear regression analysls, apparent activation energies
for creep were determined along wlth the various materlal constants. The
1
3500 hr rupture-llfe stress of the candidate tube alloys was calculated over
the temperature range 700 to go0 °C and Is depicted In figure 6. lhe present
design crlterla for the heater-head tube mIterlals In the unaged condition
i consist of a rupture llfe of 3500 hr at 870 °C and at a stress of 28 MPa. At
the current design maximum heater tube temperature of 870 °C, figure 6 shows
that the unaged CG-27 alloy has a 3500 hr rupture stress of 45 RPa when tested
In alr. It is also shown that when tested In 15 RPa H2 the rupture strength
is increased to 63 MPa. Thls implies that CG-27 has a growth potential to
approximately 920 °C wlth the present design concept. While the 12RN72 alloy
does not meet the present hlgh temperature stress-rupture criteria, It wlll be
shown that It has qualities highly desirable for possible lower temperature
designs.
Creep-rupture generally has never been observed as a major failure mode
for prototype Stlrllng engine components manufactured from heavy wall cast-
Ings. Fatigue has been identified as the major failure mode In the cylinder
head manifold of engines (ref. 8). In 3500 hr of engine operation, the engine
experiences approximately 5xlO8 cycles of hlgh-cycle pressure variations about
the mean pressure. Growth of fatigue cracks and subsequent hydrogen leakage
has lead to cylinder housing failures. The fatigue design criteria for the
cylinder and regenerator housing requires a safety factor of two In the stress
range produced by the number of pressure cycles in 3500 hr. The present design
criteria for the heater-head cast cylinder heads and regenerator housings con-
slsts of a rupture ltfe of 3500 hr at 775 °C and a stress of 120 NPa. When a
safety factor of two Is applied, the design criteria fatigue stress amplitude
ts set at a maximumof 240 RPa at 775 °C. Figure 7(a) shows the results of
fatigue tests at 800 °C for HS-31, XF-818, and the new developmental alloy
NASAUT4G-A1. Presently, at 800 °C, neither the HS-31 nor the XF-818 alloy
meet the fatigue design crlterla In either alr or 15 RPa hydrogen. The
XF-818, HS-31, and NASAUT4G-A1 high cycle fatigue tests were conducted on
smooth specimens at 800 °C, however, the NASAUT4G-A1 alloy was tested at an
3
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R ratio, _ntn/_ax, of 0.1 at 20 Hz whlle the XF-818 and HS-31 were tested at
an R ratio of -1.0 (fully reversed) (refs. 9 to 11). 1 These fatigue tests
show that the approximate fatigue-limit (107 cycles) stress amplitudes are
XF-818:110 MPa, HS-31:186 RPa, and NASAUT4G-Al:250 RPa. Ftg,,re 7(b) _hows
the results of strain controlled fatigue test at 800 °C on the HS-31, XF-818,
NASAUT4G-A1, and NASACC-1alloys. The NASAUT4G-A1 alloy is able to e,dure
about 2.5 times the creep-fatigue strain of XF-818 and about 1.5 times that of
HS-31 and NASACC-I. Whether or not the NASAUT4G-A1 alloy will meet the fa-
tlgue strength criterion w111 have to wait for further evaluation at approprl
ate test conditions.
Although it has been identified that the creep-rupture Ilfe of the cast
component Is not their ltmitlng design criteria, an assessment of thelr rup-
ture life is necessary. A creep-rupture test program simllar to that for the
tube materials was conducted on the cast alloys. Creep-rupture tests In air
and hydrogen on the unaged, aged, and following a simulated vacuum braze cycle
of 1 hr at 1150 °C were ccnducted on HS-31 and XF-818. The NASAUT4G-A1 and
NASACC-1alloys were not available for extensive creep-rupture testing.
Figure 8 shows the results of creep-rupture tests at 760 °C for HS-31 and
XF-818 in the unaged and braze cycled condition both for air and 15 MPa hydro-
gen (refs. 4 to 6). Creep-rupture testing In 15 MPa hydrogen had no apparent
effect on the rupture-life of HS-31 and XF-818 regardless of heat treatment.
Again we see, as with tube alloys, that the test environment has very little
effect on the rupture-lives and that the heat treatment or aging cycle predom-
inates. In the case of HS-31 and XF-818, the simulated braze cycle resulted
in approximately a 10 percent decrease in strength. Ustng the temperature-
compensated Weertman-Orowan-Sherby-Dorn relationship, and the results of a
llnear-multlple regression on available NASAUT 4G-AI and NASACC-I rupture data,
a 3500 hr rupture llfe design curve was constructed as shown in figure 9. A11
four cast alloys meet the static stress-rupture engine design criteria of
120 MPa for 3500 hr rupture llfe at 775 °C. Since the results of the NASAU1
4G Al and NASACC-I are considered preliminary their projected high stress
values will be verified both in air and hydrogen along with high temperature
growth potentlal.
The oxldatlon/corroslonresistance of candidate Stlrllng engine heater
head tube alloys was determined under conditions that are to be encountered in
automotive applications of the Stlrllng engine (ref. 12). Duplicate sheet
specimens were evaluated under cyclic conditions at 820 °C for 3500 hr in a
Stlrllng engine materials simulator rig. The specimens were heated for 5 hr
cycles in the combustion flame of the diesel fuel fired rig. The three heater
head tube alloys N-155, CG-27, and 12RN72 exhibited differing oxidation be-
havlor, as can be seen by the specific weight change data in figure 10. Alloy
CG-21 did not exhibit any significant spalllng during the 3500 hr of testing
at 820 °C, oxldlzlng by parabolic weight gain throughout the entire test. In
contrast, N-155 and 12 RNT2 both _v=i'_d after 1500 hr into the test with alloy
12RNI2 having a net weight loss at the end of the test. This behavior is char-
acterlstlc of high temperature cyclic _xldatlon.
IAll tests with NASAUT 4G-At to date have been on specimens produced
from bars cast by directional solidification. Future tests will be run on
normal cast speclmens of random grain orientation to eliminate the possibility
of preferred orientation effects.
4
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Oxiddtion/corroslondata were fitted by least squares as described by
Barrett (ref. 13) to the paralinear equation (3).
A = kl/21 tl/2 - k2t -+ SEE (J)
where W/A is specific weight change, t is time, kI is an oxide growth con-
stant comparable to parabolic oxidation scaling constant, k2 is an oxide
spalling constant, and SEE is the standard error of estimate. An oxidation
attack parameter Ka (ref. 13) was derived from equation (3) and is defined
tn equation (4):
.112
Ka : (Kl + I0 k2) (4)
In certain cases, as for CG-27 where scale spalllng is insignificant,the k2
ternswill drop out of equation (4) giving the pure parabolic oxidation/
corrosion case. Oxidation/corrosionattack parameters, Ka are shown in
figure II for the three alloys, where lower values of Ka are indicative of
better oxidation resistance. The resulting oxide attack parameter, Ka : 0.026
for CG-27, quantitativelycharacterizes the oxidation behavior of this alloy
and based on prior cyclic oxidation experience, CG-27 is considered to have ex
Z cellen_ oxidation res%stance. The Ka value of 0.II for 12RN72 suggests
that this alloy has good oxidatio_ resistance under the conditions anticipated
for the automotive Stirling engine.
= Phutom%crographs of the alloy specimens after testing are shown in
figure 12. Alloy N-155 exhibits an adherent oxide scale on the specimen sur-
face with a slight depletion zone beneath the oxide scale. Alloy CG-27 also
exhibited an adherent oxide scale on the surface. Further examlnatiun of the
alloy by electron microprobe techniques revealed that internal oxidation of
aluminum occurred, and that a thin aluminum rich oxide layer existed next to
the metal substrate, suggesting that aluminum plays a major rule in the excel-
lent oxidation behavior of this alloy. A relatively large depletion zone char-
acterlzed alloy 12RN72. Electron microprobe results showed the oxide scale
to be rich in chromium and iron, plus grain boundary penetration of oxygen to
form chromium and titanium oxides. Based on the analysis of the oxidation
weight change data, x-ray, metallographic, and electron microprobe analyses of
tested specimens, CG-27 is considered the leading candidate heater head tube
alloy.
Contalnment of the hydrogen working fluid during operation of the
Stirllng engine at high temperatures (870 °C), high pressures (15 MPa) and for
a perlod of about 175 hr between ref111s is essential for the acceptance of
the engine as an alternative to the Internal combustion engine. While hydrogen
readily permeates heater head tube alloys at 820 to 870 °C, it has been shown
(ref. 13), that doplng the working fluid with small amounts of CO or CO2 (0.02
to l.O vol %) reduces hydrogen permeability by as much as two orders of magn%-
rude and to a level that will provide an acceptable recharging frequency.
Figure 13 shows the results of the flnal 5 hr cycle from a lO0-hr cyclic per-
meatlon study at 820 °C on the N-155 alloy (ref. 13). Tubes heated externally
in a diesel-fuel-fired Stirling engine simulator test rig were pressurized to
21MPa after each 5 hr cycle. The results of this test show that the hydrogen
permeatlon through hot tube walls can be substantially reduced using 1.0 vol %
CO_ as a dopant in the hydrogen. It has been postulated (ref. 15) that the CO/
or 02 in the hydrogen forms a thln adherent oxide film on the %nslde surface of
5
") I
1985004699-007
-7
/
: the tube, which, when coupled with the formation of a thick adherent oxide
layer, on the fire side of the tube, results in the noted large reductions in
hydrogen permeation. The lowest hydrogen permeation rates noted after a
3500 hr simulated engine test at B20 °C were for the highly oxidation resistant
alloys CG-27 and 12RN72. Figure 14 shows decreases in the hydrogen purmeabll
ity by as much as two orders of magnitude for both CG-27 and 12RN72 with time
(ref. 16).
CONCLUSION
Based on the materials research program in support of the automotive
Stirllng engine it is concluded that manufacture of the engine is feasible
from low cost iron-base alloys rather than the cobalt alloys used in prototype
engines. In particular, heater head tubes of alloy CG-27 offer higher creep
rupture properties than N-155. This alloy is also attractive for automotive
applications since it contains the least amount of the strategic metal chromium
(ref. 14) of the alloys investigated,and is free of the strategic metal
cobalt. This is compared to the 20 percent chromium and 20 percent cobalt
contents in the N-155 alloy used in current prototype engines. The CG-27 alloy
has been selected as the tube material for current design automotive Stirling
- engines. Also, the cast alloy XF-BI8 is currently being used in these englnes.
- Its castability, weldability, and creep strength make it attractive for this
use. However, fatigue resistance is in question, and continued research on the
experimental NASAUT 4G-AI and NASACC-I alloy is in progress. These advanced
Iron-base alloys may have potential for use in future applications of the
Stirling engine where high temperature, high pressures, and cyclic conditions
are planned such as in stationary applications for domestic power systems.
REFERENCES
I. J.J. Brogan, "Highway Vehicle Systems Program Overview." Highway Vehicle
Systems, CONF-771037, Ig?B, pp. 3-5.
2. R.H. Titran and J.R. Stephens, "Advanced High Temperature Materials for
the Energy Efficient Automotive Stirling Engine." Journal of Materials
for Energy Systems, Vol. 6, No. 2, Sept. 1984, pp. ll4-121.
3. W.R. Witzke and J.R. Stephens, "Creep-Rupture Behavior of Seven Iron-Base
Alloys After Long Term Aging at 760° in Low Pressure Hydrogen." NASA
TM-81534, IgSO.
4. R.H. Titran, "Creep-RuptureBehavior of Candidate Stirling Engine Alloys
After Long-Term Aging at 760°C in Low-Pressure Hydrogen." NASA TM-83676,
lg84.
5. S. Bhattacharyya, "Creep-RuptureBehavior of SIx Candidate Stirling
Engine Iron-Base Superalloys in High Pressure Hydrogen, Vol. l - Air
Creep-Rupture Behavior." IIT Research Inst., Chicago, IL, Report No.
IITRI-M0601, Dec. IgB4. (NASA CR-16BO?I, IgB2.)
b
1985004699-008
_' t_ _
JL .,_
i
I 6. S. Bhattacharyya, W. Peterman and C. Hales, "Creep-Rupture Behavior of
I Candidate Sttrltng Engine Iron Superalloys In High-Pressure Hydrogen,
Vol. II - Hydrogen Creep-Rupture Behavior." lIT Research Inst., Chicago,
.! IL, Report No. IIIRI-M06116-15,June 1984. (NASA CR-174705, 1984.)
7. F. Garafalo, "Fundamentalsof Creep and Creep-Rupture In Metals,"
Macmillan Co., NY, 1965.
B. N.P. Nightingale, "Automotive Stlrllng Engine Development Program
:i Overviw and Status Report." Proceedings of the Twentieth Automotive
! lechnology Development Contractors' Coordination Meeting, Warrendale, PA,
SAE, 1982, pp. 53-62.
: 9. Automotive Stlrllng Engine Development Program, NASA Contract No. DFN3-32.
i I0. Identlflcatlonof a Cast Iron Alloy Contalnlng Nonstrateglc Elements,
_ NASA Contract No. DEN3-282.
11. Cast Fe-Base Cyllnder/RegeneratorHousing Alloy, NASA Contract No.
* DEN3-234.
12. J.R. Stephens and C.A. Barrett, "Ox1datlon and Corrosion Resistance of
i Candidate Stlrllng Engine Heater-Head-Tube Alloys." NASA TM-83609,
t 1984.
13. C.A. Barrett and C.E. Lowell, "High Temperature Cycllc Oxldatlon Furnace
lestlng at NASA Lewis Research Center " Journal of Testing and
Evaluation, Vol. IO, No. 6, 1982, pp. 273-278.
14. J.A. M1senclk, "Evaluation of Dopants In Hydrogen to Reduce Hydrogen
Permeation In Candidate Stlrllng Engine Heater Head Tube A11oys at 760°C
and 820°C.' NASA TM-82920, 1982.
15. S.R. Schuon and J.A. M1senclk, "Effects of Oxide Films on Hydrogen
Permeabilityof Candidate Stlrllng Engine Heater Head Tube Alloys." NASA
TM-82824, 1982.
16. J.A. M1senclk and R.H. Tltran, "Evaluation of Candidate Stlrllng Engine
Heater Tube Alloys after 3500 Hours Exposure to Hlgh Pressure Doped
Hydrogen or Helium," NASA TM-83782, 1984.
K
'i
t
t
_ ,.):
1985004699-009
_w
f
Ot-,C,_-_£°. '.:
' OF P_'-,.: C-,
,I
.1
1
TABLE I. - NOMINAL COMPOSITION OF CANDIDATE STIRLINC ENGINE HEATER-HEAD ALLOYS
Alloy Fe Cr Ni Co Hn Si Mo Cb/Ta W AI Ti C Other
N-155 30 21 20 20 1.5 0.5 3.0 1 2.5 ....... 0.15 O.15N
CG-27 38 13 38 --- 0.I 0.I 5.5 0.6 --- 1.5 2.5 0.05 .01B
[ 12RN72 52 19 25 --- 1.8 0.4 1.4 ........... .5 O.I .OI5N
Ha-31 1.5 25 10 54.5 0.5 0.5 ....... 7.5 ....... 0.5 .......
XF-818 55 18 13 .... 0.1 0.3 7.5 0.4 ........... 0.2 0.6B
NASAUT 4G-A1 64.5 15 ....... 15 .0 2 1.0 ........... 1.5 .......
i NASACC-1 51.5 18 18 .... 0.3 0.6 5.0 2.3 2.5 ....... 0.5 12B
!
1
I
]
i
TABLE II. - HEAT TREATMENT OF CANDIDATE STIRLING
ENGINE HEATER-HEAD ALLOYS
A11oy Heat Treatment ("unaged" condition)
CG-27 So1'n. ann. 1150 "C/lO mln in vac/
• fast furnace cool. Age 760 °C/
i 16 hr in vac/cool to 650 °C/hold
24 hr/fast furnace =ool.
12RN72 Sol'n. at,n.1175 eC/15 min in vac/
water quench.
N-155 (AMS-5532B) Sol'n. ann. 1176 °C/
rapid air cool or water quench.
NS-31 Anneal 730 "C/50 hr in vac/fast
furnace cool.
XF-818 None specified (as-cast).
NASAUT4G-A1 650 °C/100 hr in slr/alr cool (DS).
NASACC-I 1175 "C12 hr in argon/fast furnace cool
,9
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Figure 13. - Effectof dopingwith 1 vol %CO2 on hydrogen
loss in N-155 tubes. Final 5-hour cycle of 100-cycle
run.
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Figure 14. - Hydrogenpermeability coefficient versus rig,,expo-
sure time for candidateheater headtube alloys at 820"C.
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